
• Used for splitting beef, pigs and horses.

• New internal sanitizing system for front and 
rear housing and blade guides.

• Dual anti-tie down triggers and new door 
interlocks for operator safety.

• All saws equipped with anti-tie down board
and starters in control box.

• Built to CE specifications and approved to all 
European standards.

• Available in all voltages.

ULTIMATE POWER - EXCELLENT HANDLING

CARCASS SPLITTING BANDSAW
Model Buster IX

The Jarvis Model Buster IX - electrically 
powered bandsaw.  



Specifications

Products for the meat and poultry industry

CARCASS SPLITTING BANDSAW
Model Buster IX

Equipment Selection and Accessories Order Number

Model Buster IX
3.3 horse power

42 V, 3 phase, 50 Hz 4006194
380-400 / 230 V, 3 phase, 50 Hz 4006195

415 V, 3 phase, 50 Hz 4006203
480 / 240 V, 3 phase, 60 Hz 4006196
380 / 220 V, 3 phase, 60 Hz 4006197

5 horse power
42 V, 3 phase, 50 Hz 4006198

380-400 / 230 V, 3 phase, 50 Hz 4006199
415 V, 3 phase, 50 Hz 4006204

480 / 240 V, 3 phase, 60 Hz 4006200
380 / 220 V, 3 phase, 60 Hz 4006201

Blade 1023159
Spring Balancer 4042023
Air Balancers

Travel 108 in / 2743 mm, total length 48 in / 1219 mm cylinder 4042016
Travel 108 in / 2743 mm, total length 120 in / 3048 mm cylinder 4042020

Drive Electric

Model Buster IX

Motor Power 3.3 hp 2500 W
5 hp 3729 W

Operating Voltage 380-400 / 230 / 42 V, 3 phase, 50 Hz
480 / 380 / 240 / 220 V, 3 phase, 60 Hz

Capacity 180 / hour
Control Handles 

Electric Dual Anti-tie Down 12 V
Distance Between Guides 19.75 in 502 mm
Blade Length 127 in 3226 mm
Overall Length 57 in 1448 mm
Weight 196 lbs 88.9 kg
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