
 
The Jarvis Model ABC-1 -
hydraulic powered aitch bone cutter 
for hogs.

 •	Cuts hog and sow aitch bones cleanly and
  effortlessly.

•	This high production tool allows a single
  operator to separate the aitch bone of 1200
  hogs / hour.
 •	Powerful, lightweight and maneuverable -
  reduces operator fatigue associated with
  knife or cleaver opening of the aitch bone.

•	Eliminates contamination created by miscuts
   into the large intestine.

•	Robust stainless steel construction for long,
  trouble-free operation.

•	Anti-tie down controls for operator safety.

•	Meets national and international requirements
  for hygiene and safety.

SUPERFAST - LIGHTWEIGHT - MANEUVERABLE

HOG AITCH BONE CUTTER
Model ABC-1



Model ABC-1
 Short Blade 4025034
 Long Blade 4025048
Hydraulic Power Unit  
 with hydraulic and control hoses 
 460 / 230 V, 3 phase, 60 Hz* 4027263
 440 / 415 / 380 / 220 V, 3 phase, 50 Hz* 4027193
Balancer 4042046
Blades
 Top  Short Blade 1023247
  Short Blade, Triangular 1023364 
  Long Blade 1023281
  Long Blade, Triangular 1023365
 Bottom Short  Blades Anvil Assembly 3023037
  Long  Blades Anvil Assembly 3023136

Specifications

 Products for the meat and poultry industry

HOG AITCH BONE CUTTER
Model ABC-1

Equipment Selection and Accessories Order Number  

Drive Hydraulic

Model ABC-1
Cutting Force 1400 lbf 6.2 kN 
Cutting Cycle Time at 5 gal / min or 18.9 L / min  0.875 sec
Control Handles    
 Pneumatic Dual Anti-tie Down 50 psi 3.4 bar
Blade Opening 2.5 in 63.5 mm 
Overall Length 30.5 in 775 mm
Weight 28 lbs 12.7 kg

Hydraulic Power Unit
Motor Power  5 hp  3729 W
Operating Voltage   460 / 230 V, 3 phase, 60 Hz
 other voltages and 50 Hz available
Hose Length 16 ft 4.9 m
Oil Flow Rate 5 gal / min 18.9 L / min
Oil Viscosity at 1000 F / 400 C 200 SUS 46 ISO
Oil Capacity 20 gal 76 L
Overall Dimensions (l x w x h) 31.8 x 25.4 x 29.9 in 808 x 645 x 760 mm
Weight (without oil) 250 lbs 113 kg
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* For other configurations: please specify voltage, hertz and intended country of operation when ordering.


