
LIGHTWEIGHT - ECONOMICAL - ACCURATE

• Fast, accurate tool for testing and calibrating 
Jarvis’ USSS-1 pneumatic stunner.

• Safe and precise method for testing stunner

• Durable construction ensures  long 
service life.

• Economical and simple to operate.

• Lightweight, easy to assemble and store.

The Jarvis Model AST-101 -
tester tool for Jarvis’ Model USSS-1 
pneumatic stunner.

PNEUMATIC STUNNER TESTER
Model AST-101



Model AST-101
Power Requirements 10 W

Operating Voltage 115 V, 1 phase, 60 Hz

230 V, 1 phase, 50 / 60  Hz

Overall Dimensions (l x w x h)

Test Stand 6.0 x 6.3 x 8.0 in 152 x 160 x 203 mm

Control Box 10 x 6.5 x 6.25 in 254 x 165 x 159 mm

Weight

Test Stand 17.6 lbs 8.0 kg

Control Box 6.6 lbs 3.0 kg

Products for the meat and poultry industry

Model AST-101(includes test stand and tester)
120 V, 60 Hz 4016004

220 V, 50 / 60 Hz 4016005

Test Stand 3061364 

Control Box

120 V, 1 phase, 60 Hz 3063350

220 V, 1 phase, 50 Hz 3063351

Equipment Selection and Accessories Order Number

Specifications

Jarvis Products Corporation  ·  33 Anderson Road  ·  Middletown, CT 06457-4926  ·  United States of America
Telephone (860) 347-7271    ·  Fax (860) 347-9905     ·   jarvis.products.corp@snet.net
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